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Disposable Biopsy Forceps

FE &R Characteristics

D BABSETHEUE(LIE. FRGEE AR A
Usags:- Tissue sampling form alimentary tract or halitus tract in the observation of endoscope.

R LR A E A R R
The jow of Disposable Biopsy Forceps is made up of medical-use stainless steel.

FRAMEMERFSN, RERRNAFE, EREESN.
Adopt rigid connective quad-pole structure, with fine mechanics function, makes fissue sampling much easier.

RARERE, SRR,
Welded by laser, the joint is very firm.

AlbEE &R, EERENELT, RIE~RESR.
Product quality is highly guaranteed by production in clean room and strict inspection before delivery.

FREXHE, EANERENEE.
Sterilized product, no need tfo re-sterilize before use.

(1.8 )

HM RF—RMEASERERENRHELAINEH (2588, B 1.8mm)
Disposable Biopsy Forceps(for bronchoscope,©.D.1.8mm)

Bi# 0.D.(mm) | KB Length(mm) | f@/MEFIHE Minimum endoscope channel | #it Remarks

XSER, 8%, O, TE
HM/101-A-18/1000,1200 10001200 2.0mm $i#i87. 2.0mm endoscope channel for bronchoscope, uncoated, oval cup, wilhout spike
A i%fﬁ ﬂ& F0O, x5
HM/101-A-18/10005,12005 1.8 1000,1200 2.0mm 87, 2.0mm endoscope channel e i
i%fﬂ T@& F0O, HEt
HM/101-8-18/1000,1200 18 1000,1200 2.0mm si#7l 20mmendoscope chamnel % R Ta®, 0 A L L
ZSER 8%, FA, Hi
HM/101-B-18/10005,12005 1.8 1000,1200 2.0mm $¥i87. 20mm endoscope channel X\ VR, B, Elil
S\, FO, &0, T
HM/101-C-18/1000,1200 18 1000.1200 2.0mm #i87. 20mmendoscope chamnel XML O B0 R e
ESEm, A, §0, xTH
HM/101-C-18/10005,12005 18 1000,1200 2.0mm #i#7 20mmendoscope chamnel M Q% EOL 2H L e
TREW, Fa%, &0, Hi
HM/101-D-18/1000,1200 1.8 1000,1200 2.0mm #i87. 20mmendoscope chamnel 2 HEL Fem. WL, BH L
HM/101-D-18/10005,12005 18 1000.1200 2.0mm $#&7L 2.0mm endoscope channel ESEE, a8, &0, A

for bronchoscope, coated, aligator, with spike
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Health Microport Medical Device Co. Ltd. fEE: 0519-86963266  MiL: hipi/weww.czhmm.com  Ei#: sales@cz-hmm.com

Jednorazowe kleszcze biopsyjne

Nr Katalogowy Srednica (mm) Dtugos¢ (mm) Min. kanat endoskopu
HM/101-A-18/1000/1200 1,8 1000,1200 2,0mm
HM/101-A-18/1000S, 12005 1,8 1000,1200 2,0 mm
HM/101-B-18/1000/1200 1,8 1000,1200 2,0 mm
HM/101-B-18/10005/1200S 1,8 1000,1200 2,0 mm
HM/101-C-18/1000, 1200 1,8 1000,1200 2,0 mm
HM/101-C-18/1000S, 1200S 1,8 1000,1200 2,0 mm
HM/101-D-18/1000, 1200 1,8 1000,1200 2,0mm
HM/101-D-18/1000S, 12005 1,8 1000,1200 2,0mm
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