Dzień dobry,
mam prośbę o przesłanie nam oferty na wzorcowanie z akredytacją trzech wkrętaków firmy Desoutter.
Typ i numery kluczy są następujące:
1. ECS7 19C60983
1. ECS7 19C60985
1. ECS10 14C84350

Przykład w jaki sposób chcielibyśmy sprawdzić nasze wkrętaki znajduje się poniżej:
[image: Obraz zawierający tekst, zrzut ekranu, Czcionka, Równolegle

Opis wygenerowany automatycznie]

Wzorcowanie w jednym punkcie.
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Calibration results - clockwise torque:

Xemean | Xmmean| W _ q |
[Nm] [Nm] (%] [%]
8,70 8,65 0,55 -0,54

Legend:

Xe mean mean value of the standard

Xm mean mean value of the calibrated device

w extended relative uncertainty of the measurement

q relative deviation of indication

Utem extended uncertainty of the standard

The reported expanded uncertainty of measurement is stated as the standard uncertainty

of the measurement multiplied by cover factor k = 2, which corresponds to the 95% probability
of coverage for the normal distribution. The standard uncertainty of measurement has been
determined in accordance with document EA4/02 M:2013.

Measured values - clockwise torque:
Utem | Measured INm] g
S i 2 3. 4.
Standard 8,73 8,71 8,81 8,69
M.instrument]’ 8,62 8,65 8,76 8,66
Measured - [Nm]

6. 7. 8. 9. 10.
Standard 8,73 877 8,65 8,58 8,67
[M.instrument]: 8,66 8,69 8,70 8,55 8,62





