HandiTee Under Pressure Tapping Tee

Specifications

HandiTee

Length of Clamp (mm)

366 600
3 10 DN250 PHIO 360 600
53 10 DN25OPNID 366 600
3 0 DNZ50PNI0 360 600
3 10 DN250 PN1O 360 600
3 10 ONZSOPNID 410 600 1
3 10 DN250 PN1O 410 600 g . . i
3 1 DNZSOPNIC 410 600 530  DN3OOPNIO 410 800 530 DN3OOPNIO 410
3 10 DN250PNID 410 600 530  DN3OOPNIO 410 800 530  DN3DOPNID 410
3 10 DN250 PN1D 410 600 530 DN3DOPNID 410 800 530 DN3DOPNIO 410
3 10 DN250PNI0 460 600 580  DN3OOPNIO 450 800 580  DN3DOPNID 460
3 10 DNZ50 PN1D 460 600 580  DN3DOPNIO 460 200 580  DN3DOPNIO 460
% ] DN250PNIO 460 600 580  DN3DOPNIO 460 800 580  DN3DOPNIO 460
o 6 DN250 PN10 510 60D 630 DN300 PN1D 510 800 630 DN3OOPNIO 510
e 6 DN2SOPNID 510 600 630  DN3OOPNIO 510 200 630  DN30OPNIO 510
o 6 D250 PN1D 510 600 630 DN30DPNIO 510 800 630 DN30OPNIO 510
=k ONZ5OPNIO. 560 GO0 GB0  DN3DOPNIO 560 8O0 GBD  DN3OOPNID 560
2 6 DNZSOPNID 560 600 680  DN3DOPNID 560 800 680  DN3DOPNIO 560
z 6 DNZSOPNIO 560 60D GBO.  ON30OPNID 560 80D 680 DNBDOPNIO 560
2 6 DN250 PNIO 660 600 780 DN30OPNIO 660 8OO 780 DNJDOPNIO 66D
2 6 GNZ50 PRIO 660 600 780 DN30OPNIO 660 800 780  DNIDOPNID 8RO
2 6 DNZ50PNIO 660 600 780  DN30OPNIO 660 800 780  DN3DOPNID 680
2 6 DNZ50 P10 660 600 780 DN300 PN10 660 800 780 DN30DPNIO 660
2 6 DNZ50 PN1O 660 60D . 780  DN30OPN1O 660 80D 780 DH3DDPNID 66D
2 6 DN250 PHIO 660 GO0 780 DN300 PN1D 860 800 780 DN30OPNIO 660
2 5 DN250 PN10 760 600 8BD DN300 PN1D 760 800 880 DN300 PN10 760
2 ] DN250 PN10 760 600 880 DN30DPNID 760 800 880 DN3OOPNIO 760
2 6 DN250 PR10 810 600 930  DN3DOPNIO  BI0. 800 930  DN3DOPNIO 810
750 2 6 DN250 PN1O 810 600 930 DN300 PN10 810 800 930 DN3DOPHID 810
Materials & Relevant Standards
Body & Plates Studs/Nuts/Washers
Shell, channel plate, bridging plate, lug plate & nut plate Bolts - Stainless Steel AISI 304 (A2); M16 (metric thread according
Stainless Steel AlS1 304 {A2) DIN267), thread is PTFE coated to prevent galling
Gasket Nuts - Stainless Steel AISI 304 (A2). M16 according DIN934
EPDM as standard, Nitrile option Bolt Torques
Flange Outlets M16 = 95-120Nm

Stainless Steel AlSI 304, flanges according to DIN2576
varying from DN50 up to DN300



